FOUNDATION COATING CEMENT

Cement based product for coating and protecting polystyrene

insulation board or insulated concrete forms (ICF) from
weathering, ultraviolet rays, and general wear/impact.
EAKONA MANUFACTURING LLC A Sep

Product Description

Akona® Foundation Coating Cement is a
specially formulated cement-based
product for coating and protecting
polystyrene insulation board or insulated
concrete forms (ICF) from weathering,
ultraviolet rays, and general wear/impact.
Akona® Foundation Coating Cement is
polymer modified and contains fibers
which reduces shrinkage and improves
the adhesion properties of the product.
Akona® Foundation Coating Cement is
easy to apply by masonry brush or trowel
and has the superior durability of a
cement-based product. It also provides a
tough, durable gray textured or stucco-like
finish. If desired, the product may be
integrally colored with a liquid cement or
mortar colorant or painted to match
existing home design.

When/Where to Use

A Interior or
A Protects exposed
damage to: UV rays or weathering and
general wear or impact.

A Creates

Advantages

A Easy brush on or tr
A Polymer modified fo
A Durable cement fini
A Just mix with water

|

Helpful Items:
Pail Brush Hand Mixer
Safety Glasses Trowel Gloves

Available Sizes:

50lb. Bag

Preparation

textured fi

Remove all loose or unsound materials.
Thoroughly clean all surfaces and
substrates of dirt, dust, grease or other
contaminants.

Insulation Board/ ICF Treatment: It is
recommended to roughen the surface of
the insulation board with a wire brush or
rasp to ensure solid adhesion to the
surface. Prior to application of product, all
fastener heads or protrusions in the
insulation board should be embedded into
the board. For seems in the insulation
board it is recommended to use a fiber
glass mesh tape that is alkaline resistant.

Patching: Use a wide-blade putty knife to
apply a layer of Akona® Foundation
Coating Cement over any joints or
depressions. Immediately place fiberglass

exter i omesh mpelidtoCtifetidye? BfSresh mortar
i NagidlelnBetl thednfesh With §ourdwidd-blagem

putty knife so the surface of the insulation
board is as uniform as possible. Allow any

If required, add additional water sparingly.
Do not add accelerators or retarders.

Application

For best results, do not apply when
temperatures drop below 40° F within 48
hours of application. Do not apply in direct
sunlight or hot, windy days or when rain is
forecasted within 24 hours. Clean up with
soap and warm water as soon as
application is completed. Protect the
surface from use until mortar is completely
hard and set. Apply with a brush or trowel
onto properly prepared insulation board in
thin coats of approximately 1/16" thickness.
A second coat may be applied after 1 hour
for additional protection on areas
subjected to impact damage or to obtain a

fointStleatnieft® fo harden priorsty finalt i §§RVIET textured appearance. Any imegu-

product application.

Mixing

owel ed application

Add appipimately 3, gallon of clean, cool
water peg 30 goqp%s of powder. Always
adgd poydey, to Jiquid to avoid lumps. Mix
complete contents of the bag in a
wheel-barrow, bucket, mortar box or
mechanical mixer. Mix product thoroughly
to achieve a brushable consistency. Mix
product thoroughly to achieve a uniform,
mortar consistency eliminating any lumps.
Avoid high speed mechanical mixing
which can entrap air into the mixture. If
the product becomes firm before
application, re-mix to proper consistency.

larities in the surface may not be able to
be corrected with a thin surface coating.
Akona® Foundation Coating Cement will

harden to a tough, durable gray finish.
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Coverage

50 pounds will cover approximately 120-
140 sq. ft. at 1/16" thickness.

Clean Up

Typically water will satisfactorily clean
tools after using Akona®Foundation Coat-
ing Cement If the material has begun to
harden, warm soapy water may be helpful
for cleaning hands and tools.

Warranty:

Seller warrants that its product will

conform to and perform in accordance

with the product specifications. The

foregoing warranty is in lieu of all other

warranties, express or impli3ed, including, 5
but not limited to, those including Bru h On A (] Iled
merchantability and fithess for a particular

purpose. Because of the difficulty in

ascertaining and measuring damages

hereunder, it i s agreed that , sell ero6s
liability to the buyer at no point for any T I A I d
particular project shall exceed the total We On 9]0 Ie

purchase price of said product

WARNING: INJURIOUS TO EYES!

KEEP OUT OF REACH OF CHILDREN!

PRECAUTIONS:

Avoid contact with eyes and skin. If
contact with eyes occurs, flood eyes
repeatedly with clean water and see a
physician immediately. Do not rub eyes.
Wash hands thoroughly after handling or
before eating with warm, soapy water. Do
not take internally. Keep out of reach of
children.
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